WORK ZONE

SAFETY SERIES

8’ X 12’ VERSA WELDED WIRE TEMPORARY FENCE PANEL

Enhance protection for your project with Versa Temporary Fence Panels. Taller, safer, stronger and harder to climb!
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SPECIFICATIONS

SKU

Panel Size
Horizontal Wire
Vertical Tube
Tube Diameter
Tube - Gauge

# of Horizontal Wires

# of Vertical Wires
Aperture

Weight (lbs)
Finish

WWwW812VS

8ftx12ft

3.2mm dia (8ga or 0.126")
3.2mmdia (8ga or 0.126") 10
1-3/8"

17 ga

12

62

2.3"

619

Pre-Galvanized

joint welding, enhancing strength and

SmartWeld™ Technology
@ Advanced technology for complete
integrity.

Added Length
Longer fence panels, requiring fewer
panels per project.

OPTIONALS

Fence Panel Extender
Lengthen your panel's frame,
enabling compatibility with the
Anchor Block.

Fence Screen

area requiring debris blockage
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Suited for any construction site or

Increased Height
Designed for swift, one-person setup,
facilitating transport.

Made to last
Corner plates ensure lasting
performance and durability.

Fence Panel Connector
Clamp with bolt to connect your
temporary fence panels together
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